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Auf Beleuchtungskörper wird keine Garantie
gewährt.
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Fehler Lösung
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Nebst obigen Ursachen sind folgende möglich:

mögliche Ursache



Technische Änderungen vorbehalten
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Die mitgelieferten Dübel sind für festes Mauerwerk vorgesehen.
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B3
mit 3 Schrauben an
der Wand befestigen.
Einweg Ventilklappen
B11 oberhalb des
Abluftstutzens B10

ie Haube an der Halterung B3 aufhängen.
Den Befestigungsbügel B4 am obere Ende des äusseren Kaminschachts gemäss Abb. B5 einhängen.
Den äusseren Kaminschacht B6 mit eingehängtem Befestigungsbügel B4 auf die an der Wand
aufgehängten Haube aufsetzen.
Den eingehängten Befestigungsbügel B4 an die Wand drücken und durch dessen 2 Löcher die
Bohrlöcher mit einem Stift an der Wand markieren.
Den Kaminschacht von der Haube entfernen, den Befestigungsbügel B4 aushängen und beiseite legen.
An den markierten Stellen zwei Löcher in die Wand bohren und 2 Dübel setzen.
Den Befestigungsbügel B4 für den äusseren Kaminschacht mit zwei Schrauben an der Wand befestigen.
Den Befestigungsbügel B7 für den inneren Kaminschacht B8 auf die gleiche Weise ganz oben an der
Wand montieren.
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B6
B4

B5
B8

B7

B9

Vor Beginn des Montage den Metallfilter entfernen
und dann wie folgt vorgehen:

Je nach Modell
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Je nach räumlicher Situation müssen Sie für die Montage eventuell etwas anders vorgehen.

Die Haube an Halterung B3 wieder aufhängen und durch die 2 Löcher in der Rückwand B15
festschrauben, damit di Haube nicht versehentlich aushängen kann.
Fixieren Sie den Abluftschlauch B12 am Stutzen B10 gemäss B13 oder B14.
Die Kaminschächte B6 & B8 ineinander schieben und auf die Haube aufsetzen. Dabei darauf achten,
dass der äussere (untere) Kaminschacht am Befestigungsbügel B4 gemäss Abb. B5 einhakt.
Den inneren Kaminschacht B8 ausziehen und am Befestigungsbügel B7 mit 2 Schrauben gemäss Abb.
B9 befestigen.
Gerätekabel am Stromnetz anschliessen und Metallfilter montieren.
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CHIMNEY COOKER HOODS 
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There is no Guaranty on light fittings.
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Technical changes reserved
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The wall plugs supplied with the appliance are for solid masonry only.
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Attention! Install carbon filter C only with circulating
air mode.

Same procedure as described under the following
chapter B. However, omit step 16.
In addition fit the carbon filters C before mounting
the grease filter.

Assemble the one way
valve flaps B11 on the
hood body above the
exhaust nozzle B10.

Hang the mounting bracket B4 up on the upper end of the external (lower) part of the chimney shaft
like in picture B5.
Put on the external part of the chimney shaft B6 with the assembled mounting bracket B4 on the hood.
Push the assembled mounting bracket B4 against the wall and through the 2 holes mark 2 circles on
the wall with a pencil.
Remove the chimney shaft from the cooker hood, hang out the mounting bracket B4 from it and put
aside.
Drill 2 holes on the wall using the 2 circles marked before as reference and insert 2 wall plugs in the
holes.
Fix the mounting bracket B4 for the external (lower) chimney shaft with 2 screws on the wall using the
2 wall plugs.
Fix the mounting bracket B7 for the internal chimney shaft B8 high on the wall.
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B6
B4

B5
B8

B7

B9

Before starting the installation, please remove the
grease filter and then proceed as follows:

Depending on 
Model

Some Figures are for illustration purposes only
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Depending on the specific situation the assembly procedure might proceed differently. 

Hang the cooker hood on the suspension plate B3 again and secure it well by fixing the screws
through the 2 holes B15 on the wall, so that the hood can not accidentally be removed from the wall.

the exhaust hose B12 on the nozzle 10 and to its final position at the other end of the hose
according to B13 or B14.
Slide the chimney shafts B6 & B8 one inside the other and put them on the cooker hood. Then check
carefully, that the external (lower) chimney shaft hangs on the mounting bracket B4 as described in
picture B5.
Slide the internal chimney shaft B8 up and fix it on the mounting bracket B7 with 2 screws as
described in picture B9.
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